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Art.-No. EAN Exterior H x W x D Interior H x W x D Door H xW Weight Volume
40 03482... mm mm Opening mm kg l

WTD710 5 350 E 17370 1 465x500 x385 345x370 x300 345x340 65 37.8
WTD710 6 350 E 17640 5 620x500 x385 500x370 x300 500x340 80 54.8
WTD710 6 580 E 17650 4 620x500 x580 500x370x495 500x340 90 90.3
WTD710 8 350 E 17660 3 980x500 x385 860x370 x300 860x340 115 94.2
WTD710 8 580 E 17970 3 980x500 x580 860x370x495 860x340 130 155.4
ITWTD 710 09960 5

(180x370 x260 mm)

Wa l l s a f e
Diplomat

WTD710 6 350 E WTD710 8 580 EWTD710 5 350 E

Wall safesWTD 710 ‘Diplomat‘ Resistancegrade I

BURG-WÄCHTERsecurity level

• type tested and supervisedsecurity by
ECB·S

•
according to EN1143-1

• back wall made of 10mm strong steel
with stainlesssteel armouring for

-
rity and maximumutilization of the
wall thickness, no concrete back wall
necessary

• double-walled door, door leaf made of
SM steel, thickness: 10mm

• manganesesteel plating asadditional
protection of the lock

• 3-sided locking through strong
squarebolts with 2 integrated steel
rolls - double protection against

• all-over rear gripping bar on the
hinge side

•
according to DIN4102-A1

•
• convenient depth for common sized

• adjustable shelf:
size 5: one shelf
size6 and 8: two shelfs

• availablewith optional
internal safe

• paintwork: two-coloured
• extra security:door with double
emergency locking mechanism, not
resettable, patented. Extraarmoring
in front of all boltsand lock

• alsoavailablewith left-sided hinge

Version E “SecuTronic”
Electroniccombination locks

•
• up to 10 six-digit usercodes
• incl. 2 Mignon LR06 AA batteries
• locking armature protrudes 18 mm

710 5 350
710 6 350
710 6 580

710 8 350
710 8 580

Cash:£10,000 / €15,000 Valuables: £100,000 / €150,000


