SYO0A ALRND3S

Features

* High security door for homes, offices, banks and prestigious or listed buildings.

* Independently attack tested to EN1627 RC3 - RC4

« Custom made to suit your property

* A range of fittings and door furniture available

* High environmental performance - Industry leading energy effeciency

* Superb thermal and sound insulation

 External models offer high levels of air tightness, water-resistance and
wind-resistance

« Choice of key or electronic locking

* Special subframe to aide installation, increase security and can give additional
thermal insulation on request

* Security glazing available on request

* Bullet resistance available on request

* Emergency and panic hardware available on request

Locking Options:
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Door Model Location Security Grade ~ Accoustic Insulation

janus nternal - \"2
3 I I EN1627 RC3 43dB R
Special sub frame Janus 4 Internal EN1627 RC4 -44.8db Rw 7
for high quali o)
et Janus Fire Internal ENI627 RC3 ~43dB Rw =
High security Janus 3ex External EN1627 RC3 -43dB Rw 3
locking bolts
Janus 4ex External EN1627 RC4 44.8dB Rw g
2 Janus Gold External EN1627 RC4 -46dB Rw o)
Janus Platinum External EN1627 RC3 46 dB Rw &
High security Door Model Thermal Insulation ~ Air Tightness Water Tightness Wind Resistance
steel core Janus 3 1.3W/m2K N/A N/A N/A
Choose from
arange of Janus 4 1.2W/m2K N/A N/A N/A
door furniture Janus Fire 1.6W/m2K N/A N/A N/A
Janus 3ex 1.3W/m2K Class 4 Class 6A Class C4
g Janus 4ex 1.2W/m2K Class 4 Class 3A Class C4
Spy holes Janus Gold 0.6W/m2K Class 4 Class 9A Class 5
available Janus Platinum 0.54W/m2K Class 4 Class 9 A Class 5
Create almost any
Optional design panel to match
electric strike ) your property :
Available in key,
Al Janus doors are fitted by our electronic pin code
installation team with a full or fingerprint locking
pre-design and consultancy with a thumb turn K

service on offer inside
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